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THIS DRAWING AND THE SUBJECT MATTER SHOWN THEREON ARE CONFIDENTIAL AND THE PROPERTY
OF BEL/STEWART/TRP CONNECTOR AND SHALL NOT BE REPRODUCED,
MANNER WITHOUT THE WRITTEN CONSENT OF TRP CONNECTOR.
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/ 1
ING US PATENTS: REVISIONS
‘ 7 p LTR DESCRIPTION DATE DWN APVD
1 SEE LAST SHEET 110CT72023 | TRY TY
7 SEE LAST SHEET 15012023 [ TRY | TY

. MATERTALS
HOUSING: THERMOPLASTIC, BLACK, FLAMMABILITY RATING UL 94V-0
SHIELD. STAINLESS STEEL,
POST DIPPED WITH 2.54um MIN SAC SOLDER AT GROUND PINS.
CONTACT: PHOSPHOR BRONZE, 0. 46mmX0. 30mm
WITH T.27um MIN OVERALL NICKEL UNDERPLATE AND
SELECTIVE .27um MIN GOLD PLATING AT MATING INTERFACE.
SOLDER TAIL(LED AND SIGNAL): @ 0.45mm COPPER PLATED STEEL,PLATED WITH
2. 54um MIN TIN.

ZZEL MAGNETICS

~APPLICATION: 106G BASE-T 4PPob EXTENDED TEMPERATURE
- IMPEDANCE: 100 OHMS
-TURNS RATIO (CHIP:CABLE): [:1 ALL FOUR PAIRS
-OPEN CIRCUIT [NDUCTANCE (OCL): ALL CHANNELS
[60uH MIN @100kHz, O.1VRMS, 8mA DC BIAS FROM -40
[20uH MIN @100kHz, O IVRMS, 23mA DC BIAS FROM -40
-ALL FOUR PAIRS BI-DIRECTIONAL
-PoE CURRENT: TA DC MAX
-PERFORMANCE @ 25°C: PLEASE REFER TO SEPARATE SHEET
-ISOLATION VOLTAGE: 2250VDC FOR 60 SECONDS WITH A RISE TIME OF 500V/SEC.

°C 10 85°C,
C TO 85°C

3. OPERATING TEMPERATURE: -40°C TO 85°C
Zﬁk;L\GHT PIPES ARE USED TO TRANSMIT LIGHT OF LED.
LEDS ARE DRIVEN WITH CONSTANT CURRENT AT APPROX 20mA.
LED COLOR: DOMINANT WAVELENGTH (A DJ): GREEN 567nm TYP. af
FORWARD VOLTAGE (VF): GREEN 2.2V TYP. at
DOMINANT WAVELENGTH (A D)
FORWARD VOLTAGE (VF):

[F=20mA
| F=20mA
YELLOW 58 Tnm TYP. at

YELLOW 2.1V TYP. ot

| F=20mA
[ F=20mA

ZZEL RJA45 CAVITY CONFORMS TO FCC RULES AND REGULATION PART 68 SUBPART F.

ZZEL TRP CONNECTOR LOGO, PART NUMBER, DATE CODE, COUNTRY OF ORIGIN,

0. 1omm THICK, PREPLATED WITH MIN 0. 76um SEMI-BRIGHT NICKEL

AGENCY APPROVAL MARKING [N APPROPRIATE LOCATION SHOWN. DATE CODE: YYWWD
CYYU OIS YEAR, "WWT OIS WORK WEEK, "D" [S DAY OF WEEA, WITH SUNDAY=T.
[ PART SHOULD BE RECOMMENDED FOR WAVE SOLDERING PROCESS, PEAK WAVE
SOLDERING TEMPERATURE IS 260 C, [0 SECOND MAX.
2250886~ |
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